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ROS 16 IP54 and IP66
• MCB/RCD-protected
• Non-protected – prewired

ADVANTAGES:
• The most compact design in 16 modules series of distribution boxes on the market 

(H x W x D = 450 x 328 x 136 mm) with ergonomicaly sloped surface
•	 Available in combinations with CEE 63 A sockets, 63 A main switch or 63 A panel 

plug for mutual looping facility of more ROS 16 on the site
• 63 standard combinations kept on stock and over 2400 combinations of inlets,

outlets and MCB/RCD protection available on request
• Suitable for construction sites, industrial distributions and residential buildings

PARAMETERS:
• Low voltage distribution on-wall boxes

from highly durable ABS material
with extra thick walls (4 mm), IK10

• MCB/RCD-protected
• Non-protected – prewired
• Pre-injected recessed holes for cable glands

M25; M32; M40; M50
• Self extinguishing: 650 °C - resistant against

overheating and burning
• Ingress protection degree available in IP54 and IP66
• In compliance with EN 61439-1,– 3

Rozvodnice ROS 16 IP54 a IP66
• francúzska verzia
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CEE layout Ref. No. Type

Outlets Inlets Equipment Protection

In
gr

es
s

pr
ot

ec
tio

n

InA RDFCEE 400 V 5P 250 V CEE 400 V 5P Main switch
Residual- 

current 
device RCD

Niniature circuit 
breakers MCB

63 A 32 A 16 A 16 A 63 A 63 A 63 A/4/0,03 A 32 A
3P-C

16 A
3P-C

16 A
1P-B

ROS 16/x-103

1632

10012065.00 ROS 16/FI-103

- 1 1 4 - -

1 1 1 4

IP54 63 A

0,6

10012107.00 ROS 16/I-103 - 1 1 2 1,0

10012086.00 ROS 16/x-103 0,6

ROS 16/x-104

1632

10012066.00 ROS 16/FI-104

- 1 1 6 - -

1 1 1 6

IP54 63 A

0,6

10012108.00 ROS 16/I-104 - 1 1 3 1,0

10012087.00 ROS 16/x-104 0,6

ROS 16/x-108x

1632

10012067.00 ROS 16/FI-108

- 1 1 12 - -

1 1 1 6

IP54 63 A

0,6

10012109.00 ROS 16/I-108 - 1 1 4 1,0

10012088.00 ROS 16/x-108 0,6

ROS 16/x-111

16 1632

10012068.00 ROS 16/FI-111

- 1 2 4 - -

1 1 2 2

IP54 63 A

0,6

10012110.00 ROS 16/I-111 - 1 1 2 1,0

10012089.00 ROS 16/x-111 0,6

ROS 16/x-112

16 1632

10012069.00 ROS 16/FI-112

- 1 2 6 - -

1 1 2 3

IP54 63 A

0,6

10012111.00 ROS 16/I-112 - 1 1 3 1,0

10012090.00 ROS 16/x-112 0,6

ROS 16/x-117

1632 32

10012070.00 ROS 16/FI-117

- 2 1 4 - -

1 2 1 2

IP54 63 A

0,5

10012112.00 ROS 16/I-117 - 1 1 2 1,0

10012091.00 ROS 16/x-117 0,5

ROS 16/x-123

16 1632

32
10012071.00 ROS 16/FI-123

- 2 2 4 - -

1 1 2 2

IP54 63 A

0,6

10012113.00 ROS 16/I-123 - 1 1 2 1,0

10012092.00 ROS 16/x-123 0,6

ROS 16/x-128

16

16 16

32 32

10012072.00 ROS 16/FI-128

- 2 3 3 - -

1 1 2 3

IP54 63 A

0,6

10012114.00 ROS 16/I-128 - 1 1 3 1,0

10012093.00 ROS 16/x-128 0,6

ROS 16/x-134

10012073.00 ROS 16/FI-134

- - - 15 - -

1 - - 10

IP54 63 A

0,8

10012115.00 ROS 16/I-134 - - - 5 1,0

10012094.00 ROS 16/x-134 0,8

RDF - Rated diversity factor, InA - Rated current of distribution box assembly

with 63  A panel socket

CEE layout Ref. No. Type

Outlets Inlets Equipment Protection
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InA RDFCEE 400 V 5P 250 V CEE 400 V 5P Main switch
Residual-

current
device RCD

Niniature circuit 
breakers MCB

63 A 32 A 16 A 16 A 63 A 63 A 63 A/4/0,03 A 32 A
3P-C

16 A
3P-C

16 A
1P-B

ROS 16/x-203

163263
5P

10012074.00 ROS 16/FI-203

1 1 1 4 - -

1 1 1 4

IP54 63 A

0,6

10012116.00 ROS 16/I-203 - 1 1 2 1,0

10012095.00 ROS 16/x-203 0,6

ROS 16/x-206

163263
5P

10012075.00 ROS 16/FI-206

1 1 1 10 - -

1 1 1 5

IP54 63 A

0,6

10012117.00 ROS 16/I-206 - 1 1 3 1,0

10012096.00 ROS 16/x-206 0,6

ROS 16/x-209

16

163263
5P

10012076.00 ROS 16/FI-209

1 1 2 4 - -

1 1 2 2

IP54 63 A

0,6

10012118.00 ROS 16/I-209 - 1 1 2 1,0

10012097.00 ROS 16/x-209 0,6

ROS 16/x-215

163263
5P

32
10012077.00 ROS 16/FI-215

1 2 1 4 - -

1 2 1 2

IP54 63 A

0,5

10012119.00 ROS 16/I-215 - 1 1 2 1,0

10012098.00 ROS 16/x-215 0,5

ROS 16/x-221

16 16

32 3263
5P

10012078.00 ROS 16/FI-221

1 2 2 4 - -

1 1 2 2

IP54 63 A

0,6

10012120.00 ROS 16/I-221 - 1 1 2 1,0

10012099.00 ROS 16/x-221 0,6

ROS 16/x-225

1616 16

32 3263
5P

10012079.00 ROS 16/FI-225

1 2 3 3 - -

1 1 2 3

IP54 63 A

0,6

10012121.00 ROS 16/I-225 - 1 1 3 1,0

10012100.00 ROS 16/x-225 0,6

with 63  A panel plug
ROS 16/x-304

1663 32

10012080.00 ROS 16/FI-304

- 1 1 6 1 -

1 1 1 6

IP54 63 A

0,6

10012122.00 ROS 16/I-304 - 1 1 3 1,0

10012101.00 ROS 16/x-304 0,6

with 63  A main switch
ROS 16/x-412

16 1632

10012081.00 ROS 16/FI-412

- 1 2 4 - 1

1 1 2 2

IP54 63 A

0,6

10012123.00 ROS 16/I-412 - 1 1 2 1,0

10012102.00 ROS 16/x-412 0,6

ROSG 16/x-411

250V
16

250V
16

250V
16

16
5P

16
5P

32
5P

10012084.00 ROSG 16/FI-411

- 1 2 3 - 1

1 1 2 3

IP66 63 A

0,6

10012126.00 ROSG 16/I-411 - 1 1 3 1,0

10012105.00 ROSG 16/x-411 0,6

with 63  A main switch and panel plug
ROS 16/x-516

16 32

1663 32

10012082.00 ROS 16/FI-516

- 2 2 4 1 1

1 1 2 2

IP54 63 A

0,6

10012124.00 ROS 16/I-516 - 1 1 2 1,0

10012103.00 ROS 16/x-516 0,6

ROSG 16/x-506

250V
16

250V
16

16
5P

32
5P

16
5P

63

10012085.00 ROSG 16/FI-506

- 1 2 2 1 1

1 1 2 2

IP66 63 A

0,6

10012127.00 ROSG 16/I-506 - 1 1 1 1,0

10012106.00 ROSG 16/x-506 0,6

with 63  A main switch and panel plug and looping possibility
ROS 16/x-603

63

16 32

63
5P

10012083.00 ROS 16/FI-603

1 1 1 4 1 1

1 1 1 4

IP54 63 A

0,6

10012125.00 ROS 16/I-603 - 1 1 2 1,0

10012104.00 ROS 16/x-603 0,6

RDF - Rated diversity factor, InA - Rated current of distribution box assembly

DISTRIBUTION BOXES
16 modules distribution boxes

DISTRIBUTION BOXES
16 modules distribution boxes

ROS 16 IP54 and IP66
•	 ROS 16/FI	 - Standard = distribution boxes are fully equipped with the necessary safety and protection devices
•	 ROS 16/I	 - Economic = basic number of safety and protection devices
•	 ROS 16/x	 - Non-protected	 = without safety and protection devices, already prewired for full number of the necessary safety

and protection devices in accordance with the Standard version.

French system of sockets 250 V/16 A - Type E
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CEE layout Ref. No. Type

Outlets Inlets Equipment Protection
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n

InA RDFCEE 400 V 5P 250 V CEE 400 V 5P Hlavný 
vypínač

Residual-
current

device RCD

Niniature circuit 
breakers MCB

63 A 32 A 16 A 16 A 63 A 63 A 63 A/4/0,03 A 32 A
3P-C

16 A
3P-C

16 A
1P-B

ROS 16/x-103

1632

10012128.00 ROS 16/FI-103/S

- 1 1 4 - -

1 1 1 4

IP54 63 A

0,6

10012170.00 ROS 16/I-103/S - 1 1 2 1,0

10012149.00 ROS 16/x-103/S 0,6

ROS 16/x-104

1632

10012129.00 ROS 16/FI-104/S

- 1 1 6 - -

1 1 1 6

IP54 63 A

0,6

10012171.00 ROS 16/I-104/S - 1 1 2 1,0

10012150.00 ROS 16/x-104/S 0,6

ROS 16/x-108x

1632

10012130.00 ROS 16/FI-108/S

- 1 1 12 - -

1 1 1 6

IP54 63 A

0,6

10012172.00 ROS 16/I-108/S - 1 1 3 1,0

10012151.00 ROS 16/x-108/S 0,6

ROS 16/x-111

16 1632

10012131.00 ROS 16/FI-111/S

- 1 2 4 - -

1 1 2 2

IP54 63 A

0,6

10012173.00 ROS 16/I-111/S - 1 1 2 1,0

10012152.00 ROS 16/x-111/S 0,6

ROS 16/x-112

16 1632

10012132.00 ROS 16/FI-112/S

- 1 2 6 - -

1 1 2 3

IP54 63 A

0,6

10012174.00 ROS 16/I-112/S - 1 1 2 1,0

10012153.00 ROS 16/x-112/S 0,6

ROS 16/x-117

1632 32

10012133.00 ROS 16/FI-117/S

- 2 1 4 - -

1 2 1 2

IP54 63 A

0,5

10012175.00 ROS 16/I-117/S - 1 1 2 1,0

10012154.00 ROS 16/x-117/S 0,5

ROS 16/x-123

16 1632

32
10012134.00 ROS 16/FI-123/S

- 2 2 4 - -

1 1 2 2

IP54 63 A

0,6

10012176.00 ROS 16/I-123/S - 1 1 2 1,0

10012155.00 ROS 16/x-123/S 0,6

ROS 16/x-128

16

16 16

32 32

10012135.00 ROS 16/FI-128/S

- 2 3 3 - -

1 1 2 3

IP54 63 A

0,6

10012177.00 ROS 16/I-128/S - 1 1 3 1,0

10012156.00 ROS 16/x-128/S 0,6

ROS 16/x-134

10012136.00 ROS 16/FI-134/S

- - - 15 - -

1 - - 10

IP54 63 A

0,8

10012178.00 ROS 16/I-134/S - - - 5 1,0

10012157.00 ROS 16/x-134/S 0,8

RDF - Rated diversity factor, InA - Rated current of distribution box assembly

with 63  A panel socket

CEE layout Ref. No. Type

Outlets Inlets Equipment Protection
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InA RDFCEE 400 V 5P 250 V CEE 400 V 5P Main switch
Residual-

current
device RCD

Niniature circuit 
breakers MCB

63 A 32 A 16 A 16 A 63 A 63 A 63 A/4/0,03 A 32 A
3P-C

16 A
3P-C

16 A
1P-B

ROS 16/x-203

163263
5P

10012137.00 ROS 16/FI-203/S

1 1 1 4 - -

1 1 1 4

IP54 63 A

0,6

10012179.00 ROS 16/I-203/S - 1 1 2 1,0

10012158.00 ROS 16/x-203/S 0,6

ROS 16/x-206

163263
5P

10012138.00 ROS 16/FI-206/S

1 1 1 10 - -

1 1 1 5

IP54 63 A

0,6

10012180.00 ROS 16/I-206/S - 1 1 2 1,0

10012159.00 ROS 16/x-206/S 0,6

ROS 16/x-209

16

163263
5P

10012139.00 ROS 16/FI-209/S

1 1 2 4 - -

1 1 2 2

IP54 63 A

0,6

10012181.00 ROS 16/I-209/S - 1 1 2 1,0

10012160.00 ROS 16/x-209/S 0,6

ROS 16/x-215

163263
5P

32
10012140.00 ROS 16/FI-215/S

1 2 1 4 - -

1 2 1 2

IP54 63 A

0,5

10012182.00 ROS 16/I-215/S - 1 1 2 1,0

10012161.00 ROS 16/x-215/S 0,5

ROS 16/x-221

16 16

32 3263
5P

10012141.00 ROS 16/FI-221/S

1 2 2 4 - -

1 1 2 2

IP54 63 A

0,6

10012183.00 ROS 16/I-221/S - 1 1 2 1,0

10012162.00 ROS 16/x-221/S 0,6

ROS 16/x-225

1616 16

32 3263
5P

10012142.00 ROS 16/FI-225/S

1 2 3 3 - -

1 1 2 3

IP54 63 A

0,6

10012184.00 ROS 16/I-225/S - 1 1 3 1,0

10012163.00 ROS 16/x-225/S 0,6

with 63  A panel plug
ROS 16/x-304

1663 32

10012143.00 ROS 16/FI-304/S

- 1 1 6 1 -

1 1 1 6

IP54 63 A

0,6

10012185.00 ROS 16/I-304/S - 1 1 2 1,0

10012164.00 ROS 16/x-304/S 0,6

with 63  A main switch
ROS 16/x-412

16 1632

10012144.00 ROS 16/FI-412/S

- 1 2 4 - 1

1 1 2 2

IP54 63 A

0,6

10012186.00 ROS 16/I-412/S - 1 1 2 1,0

10012165.00 ROS 16/x-412/S 0,6

ROSG 16/x-411

250V
16

250V
16

250V
16

16
5P

16
5P

32
5P

10012147.00 ROSG 16/FI-411/S

- 1 2 3 - 1

1 1 2 3

IP66 63 A

0,6

10012189.00 ROSG 16/I-411/S - 1 1 3 1,0

10012168.00 ROSG 16/x-411/S 0,6

with 63  A main switch and panel plug
ROS 16/x-516

16 32

1663 32

10012145.00 ROS 16/FI-516/S

- 2 2 4 1 1

1 1 2 2

IP54 63 A

0,6

10012187.00 ROS 16/I-516/S - 1 1 2 1,0

10012166.00 ROS 16/x-516/S 0,6

ROSG 16/x-506

250V
16

250V
16

16
5P

32
5P

16
5P

63

10012148.00 ROSG 16/FI-506/S

- 1 2 2 1 1

1 1 2 2

IP66 63 A

0,6

10012190.00 ROSG 16/I-506/S - 1 1 1 1,0

10012169.00 ROSG 16/x-506/S 0,6

with 63  A main switch and panel plug and looping possibility
ROS 16/x-603

63

16 32

63
5P

10012146.00 ROS 16/FI-603/S

1 1 1 4 1 1

1 1 1 4

IP54 63 A

0,6

10012188.00 ROS 16/I-603/S - 1 1 2 1,0

10012167.00 ROS 16/x-603/S 0,6

RDF - Rated diversity factor, InA - Rated current of distribution box assembly

DISTRIBUTION BOXES
16 modules distribution boxes

DISTRIBUTION BOXES
16 modules distribution boxes

German system of sockets 250 V/16 A - Type F

ROS 16 IP54 and IP66
•	 ROS 16/FI	 - Standard	 = distribution boxes are fully equipped with the necessary safety and protection devices
•	 ROS 16/I	 - Economic	 = basic number of safety and protection devices
•	 ROS 16/x	 - Non-protected	 = without safety and protection devices, already prewired for full number of the necessary safety 

and protection devices in accordance with the Standard version.
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